1800 SERIES WHITE
2K WATER-BASED
POLY TOPGOATS
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Brightest white in the industry

The Centurion 1800 series is our Ultra-Premium 2K water base . Can be used for refinished or

polyurethane topcoat technology designed for superb chemical

and moisture resistance with outstanding color fastness and clarity. new wood projects

The fully cured film provides excellent resistance to abrasion and O Superb Chemical and Moisture
scuff marks. Designed for a variety of high-end applications such .

as cabinetry, millwork, fixtures, casework and more. Developed resistance

with green technology produced with bio-sustainable materials. ¢ Excellent adhesion properties

* Meets or exceeds KCMA
White Topcoats in the Centurion™ Wood Coatings 1800 Series rf
CW-3115 2K White Polyurethane Topcoat (flat) perormance specs
CW-3116 2K White Polyurethane Topcoat (satin) O Non-yellowing
CW-3117 2K White Polyurethane Topcoat (semi-gloss)
CW-3118 2K White Polyurethane Topcoat (gloss)

EUROPEAN QUALITY
MADE IN AMERICA

info@ centurionwoodcoatings.com | Toll-free 877-258-8797
centurionwoodcoatings.com

2935 Almeta Lane, McKinney, TX 75069
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For new wood or refinishing (resistant to tannin bleed & dye migration)

Make sure all surfaces are clean and sanded to at least 220p grit or use “Fine”pad by Surfprep™ and 320p grit or “Very fine”pad between coats.

Apply CW-1107 with 15% CW-4002 5-6 wet mils. Catalyze the 1800 series with 20% catalyst.
Let dry overnight/at least 8 hours. Apply a minimum of 2 coats at 3-5 wet mils.

For MDF, new wood or refinishing where no tannin or dye blocking is needed

Make sure all surfaces are clean and sanded to at least 220p grit or use “Fine”pad by Surfprep™ and 320p grit or “Very fine” pad between coats.

o Apply CW-1107 with 15% CW-4002 at 5-6 wet mils. 9 Catalyze the 1800 series with 20% catalyst.

Let dry for at least 1 hour before sanding. Apply a minimum of 2 coats at 3-5 wet mils.

For high build/grain filling on new wood or refinishing (resistant to tannin bleed & dye migration)

Make sure all surfaces are clean and sanded to at least 220p grit or use “Fine”pad by Surfprep™ and 320p grit or “Very fine”pad between coats.

Apply CW-1107 with 15% CW-4002 at 5-6 wet mils. Catalyze the 1800 series with 20% catalyst.
o Let dry overnight/at least 8 hours. 9 Apply a minimum of 2 coats at 3-5 wet mils.
Let dry for at least an hour before sanding.
Apply a minimum of 2-3 coats at 5-6 wet mils each.

Hybrid Water-Based/Solvent-Based Finishing System
For new wood or refinishing

Make sure all surfaces are clean and sanded to at least 220p grit or use “Fine”pad by Surfprep™ and 320p grit or “Very fine”pad between coats.

Apply 1-2 coats of CS-1106 275 VOC or Catalyze the 1800 series with 20% catalyst.
CS-1112 550 VOC White Vinyl Primer at Apply a minimum of 2 coats at 3-5 wet mils.

4-5 wet mils.

AP P LI C ATI o N TI P S Scan this code to see more expert

applications for Centurion™ Wood 1
General Spray Equipment recommendations: Coatings 1800 Series 2K Water-Based "E
* Airless 310-308 1,200-1600 fluid pounds Polyurethane Topcoats i.

* Turbine 4 stage minimum 1.3-1.8
e Air-assist 600-1200 fluid pounds .13-.09 u

Always follow Technical Data Sheet of each product
Pot life for 1800 series with 20% catalyst is 5 hours
Be sure to slowly pour catalyst into product while product is under agitation. COATINGS
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