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Introducing the most innovative, ..
premium, high-solid, vinyl primer, cs-1106 -
sealer and undercoater anywhere! Voo’ | Wiy

Sealer

The CS-1106 White Vinyl Lacquer Undercoater is a durable vinyl primer that provides
excellent build, opacity, tannin block resistance, and rapid cure schedules. Use on wood
substrates where superior hiding, sanding ability and moisture resistance are needed.
Great over MDF, hard and soft woods.

* Fast Build « High Solids e Fast Drying ¢ Excellent Adhesion Properties
* Sands Easily e Perfect for refinished or new wood projects

GENERAL SPRAY EQUIPMENT RECOMMENDATIONS ’ ‘
e Airless 310-313 tip, 1200-1600 fluid pounds

* Turbine 4 stage minimum 1.3-1.8 (reduce with 5% lacquer retarder) - —
¢ Air-assist 600-1200 fluid pounds .13-.09
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EXPERT APPLICATION
SYSTEMS

Primer for new wood or refinishing with solvent base topcoat

Make sure all surfaces are clean and sanded with 300 to 400 grit between coats.

or CS-1112 Vinyl Primer at 3-5 wet mils. topcoat and apply a minimum of 1-2 coats at 3-5 wet mils.

o Apply 1-2 coats of CS-1106 Vinyl Primer 9 Use any Centurion Wood Coatings solvent-based

Primer for new wood of refinishing with water base topcoat

Make sure all surfaces are clean and sanded with 300 to 400 grit between coats.

Apply 1-2 coats of CS-1106 Vinyl Primer Use any Centurion Wood Coatings water-based
topcoat and apply a minimum of 1-2 coats at 3-5 wet mils.

or CS-1112 Vinyl Primer at 3-5 wet mils.

Always follow Technical Data Sheet of each product.
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