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1.  PRODUCT AND COMPANY IDENTIFICATION 

 

 

MANUFACTURER: 

CIC Coatings, LLC 

2935 Almeta Ln   

    

McKinney, TX,  

877-258-8797     

24 HR. EMERGENCY TELEPHONE NUMBER 
Velocity EHS :   (800)255-3924 

 

 

2. HAZARDS IDENTIFICATION  

 

GHS Classification:  

 

Not a hazardous substance or        
mixture. 

   

    
 

Other hazards: 

No data available 

 

 

 

 

 

 

  

  

3.  COMPOSITION/INFORMATION ON INGREDIENTS 

 

 

 Chemical Name  CAS-No.  Concentration (% wt)  

Propanediol 57-55-6 10-15% 

 
There are no additional ingredients present which, within the current knowledge of the supplier and in the 
concentrations applicable, are classified as hazardous to health or the environment and hence require 
reporting in this section.  

 

DATE ISSUED: 1/10/2025 
SDS REF. No: CW-9002 

PRODUCT NAME: W/B Thickener 
 

PRODUCT CODE: CW-9002 

SYNONYMS:   

CAS NUMBER:   

PRODUCT USE: Paint 
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4. FIRST AID MEASURES 

 

  

General advice:  If potential for exposure exists refer to Section 8 

for specific personal protective equipment. 

 

If inhaled:  Move person to fresh air; if effects occur, consult 

a physician. 

 

In case of skin contact:  Wash off immediately with soap and plenty of 

water while removing all contaminated clothes 

and shoes.  

Get immediate medical advice/ attention.  

Wash contaminated clothing before reuse.  

  

 

In case of eye contact: Flush eyes thoroughly with water for several 

minutes. Remove contact lenses after the initial 

1-2 minutes and continue flushing for several 

additional minutes. If effects occur, consult a 

physician, preferably an ophthalmologist. Suitable 

emergency eye wash facility should be available 

in work area. 

 

If swallowed:  No emergency medical treatment necessary.  

 

Most important symptoms and 

effects, both acute and delayed:  

 

Aside from the information found under 

Description of first aid measures (above) and 

Indication of immediate medical attention and 

special treatment needed (below), any additional 

important symptoms and effects are described in 

Section 11: Toxicology Information. 

 

Notes to physician:  Treatment of exposure should be directed at the 

control of symptoms and the clinical condition of 

the patient. 

 

 

 

5. FIRE FIGHTING MEASURES 

 

 

Suitable extinguishing media:  To extinguish combustible residues of this product 

use water fog, carbon dioxide, dry chemical or foam.   
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Unsuitable extinguishing media: 

  

None known.  

Specific hazards during 

firefighting: 

 

 

Forms peroxides of unknown stability.  

Hazardous combustion products:  

 

Under fire conditions some components of this 

product may decompose. The smoke may contain 

unidentified toxic and/or irritating compounds. 

Combustion products may include and are not 

limited to: Carbon dioxide. Carbon monoxide. 

 

Unusual Fire and Explosion 

Hazards: 

Material can splatter above 100C/212F. This 

material will not burn until the water has 

evaporated. Residue can burn. 

Special protective equipment for 

firefighters:  

 

Wear self-contained breathing apparatus and 

protective suit. If protective equipment is not 

available or not used, fight fire from a protected 

location or safe distance.   

 

6. ACCIDENTAL RELEASE MEASURES 

 

Personal precautions, protective 

equipment and emergency 

procedures:  

 

 

 

 

Wear appropriate personal protective equipment.  

   

Environmental precautions: 

 

Avoid release to the environment.  

Methods and materials for 

containment and cleaning up:  

 

  

Prevent runoff from entering drains, sewers, or 

streams.  

   

Notification Procedures: According to local laws a regulations. 

 

7. HANDLING AND STORAGE 

 

PRECAUTIONS FOR SAFE HANDLING: Avoid contact with eyes, skin and clothing. Wash 

thoroughly after handling. Keep container tightly closed. Do not breathe vapors, mist or gas. 

 

CONDITIONS FOR SAFE STORAGE, INCLUDING INCOMPATIBILITIES : STIR WELL BEFORE 

USE – product quality may be affected. 
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8. EXPOSURE CONTROLS\PERSONAL PROTECTION 

  

 Components with workplace control parameters 

 
  Components  CAS-No.  Value type 

(Form of 
exposure)  

Control parameters / 
Permissible 
concentration  

Basis  

Propanediol 57-55-6 TWA  10 mg/m3 US WEEL 

                                                

 

ENGINEERING CONTROLS: : Use local exhaust ventilation, or other engineering controls to 

maintain airborne levels below exposure limit requirements or guidelines. If there are no 

applicable exposure limit requirements or guidelines, general ventilation should be sufficient for 

most operations. Local exhaust ventilation may be necessary for some operations. 

 

PERSONAL PROTECTIVE EQUIPMENT 
 

EYES AND FACE: Use safety glasses (with side shields). 

 

SKIN: Use gloves chemically resistant to this material when prolonged or frequently repeated 

contact could occur. Examples of preferred glove barrier materials include: Butyl rubber. 

Chlorinated polyethylene. Natural rubber ("latex"). Neoprene. Nitrile/butadiene rubber ("nitrile" or 

"NBR"). Polyethylene. Ethyl vinyl alcohol laminate ("EVAL"). Polyvinyl chloride ("PVC" or "vinyl"). 

Viton. Avoid gloves made of: Polyvinyl alcohol ("PVA"). NOTICE: The selection of a specific glove 

for a particular application and duration of use in a workplace should also take into accountall 

relevant workplace factors such as, but not limited to: Other chemicals which may be handled, 

physical requirements (cut/puncture protection, dexterity, thermal protection), potential body 

reactions to glove materials, as well as the instructions/specifications provided by the glove 

supplier. 

 

RESPIRATORY: Respiratory protection should be worn when there is a potential to exceed the 

exposure limit requirements or guidelines. If there are no applicable exposure limit requirements 

or guidelines, wear respiratory protection when adverse effects, such as respiratory irritation or 

discomfort have been experienced, or where indicated by your risk assessment process. In misty 

atmospheres, use an approved particulate respirator. The following should be effective types of 

air-purifying respirators: Organic vapor cartridge with a particulate pre-filter. 

 

WORK HYGIENIC PRACTICES: Use good personal hygiene when handling this product. Wash 

hands after use, before eating, drinking, smoking, or using the toilet. 

 

OTHER USE PRECAUTIONS: Wear clean, body-covering clothing. 
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9. PHYSICAL AND CHEMICAL PROPERTIES 

 

PHYSICAL STATE:  Liquid 

 

COLOR:  Clear to Cloudy 

 

ODOR:  Mild odor 

 

pH:  8.0-9.0 

 

BOILING POINT: 100 C 

 

FREEZING POINT:  No data available 

 

FLASH POINT:  110 C (closed cup) 

 

HAZARDOUS AIR POLLUTANTS (HAP’s): NONE 

(HAP’s Theoretical – As Packaged) 

SOLUBILITY IN WATER: completely soluble  

DENSITY (Lb/Gal):  8.34 

EVAPORATION RATE:  No further relevant information available 

SPECIFIC GRAVITY: 1.00 

 

10. STABILITY AND REACTIVITY 

 

STABILITY: Yes 

 

HAZARDOUS POLYMERIZATION: Will not occur. 

 

CONDITIONS TO AVOID: Avoid Freezing 

 

HAZARDOUS DECOMPOSITION PRODUCTS: None known 

 

INCOMPATIBLE MATERIALS: There are no known materials which are incompatible with this 

product. 

 

POSSIBILITY OF HAZARDOUS REACTIONS : Thermal decomposition may yield acrylic 

monomers. 
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11. TOXICOLOGICAL INFORMATION 

 
ACUTE TOXICITY:  

  

Acute oral toxicity 

Very low toxicity if swallowed. Harmful effects not anticipated from swallowing small amounts. 

 

For this family of materials:  

LD50, Rat, male, > 5,000 mg/kg 

 

Acute dermal toxicity 

Prolonged skin contact is unlikely to result in absorption of harmful amounts.  

 

For similar material(s):  

LD50, Rabbit, male, > 5,000 mg/kg 

 

Acute inhalation toxicity 

Brief exposure (minutes) is not likely to cause adverse effects. Mist may cause irritation of upper 

respiratory tract (nose and throat). The LC50 has not been determined. 

 

Skin corrosion/irritation 

Brief contact is essentially nonirritating to skin. 

 

Serious eye damage/eye irritation 

Essentially nonirritating to eyes. 

 

Sensitization 

Did not cause allergic skin reactions when tested in guinea pigs. For similar material(s): Did not 

cause allergic skin reactions when tested in humans. 

 

Carcinogenicity 

For the component(s) tested: Did not cause cancer in laboratory animals. 

 

COMPONENTS INFLUENCING TOXICOLOGY: 

 

Propanediol 

Acute inhalation toxicity LC50, Rabbit, 2 Hour, dust/mist, 317.042 mg/l No deaths occurred at 

this concentration 

  

 

 

 

 

12. ECOLOGICAL INFORMATION 
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ECOTOXICOLOGICAL INFORMATION:   

 

Toxicity 

 

Acute toxicity to fish  

Material is practically non-toxic to aquatic organisms on an acute basis (LC50/EC50/EL50/LL50 

>100 mg/L in the most sensitive species tested).  

 

For this family of materials:  

LC50, Rainbow trout (Oncorhynchus mykiss), 96 Hour, 741 mg/l, OECD Test Guideline 203 Acute  

 

Toxicity to aquatic invertebrates  

For this family of materials:  

EC50, Daphnia magna, 48 Hour, 897 mg/l, OECD Test Guideline 202 

 

Acute toxicity to algae/aquatic plants 

For this family of materials: EbC50, green alga Pseudokirchneriella subcapitata (formerly known 

as Selenastrum capricornutum), Static, 72 Hour, Biomass, 229 mg/l, OECD Test Guideline 201  

 

For this family of materials:  

NOEC, green alga Pseudokirchneriella subcapitata (formerly known as Selenastrum 

capricornutum), Static, 72 Hour, 125 mg/l, OECD Test Guideline 201 

 

Persistence and degradability Biodegradability:  

Material is expected to biodegrade very slowly (in the environment). Fails to pass OECD/EEC tests 

for ready biodegradability. 

 

Mobility in soil 

 

Propanediol  

Given its very low Henry's constant, volatilization from natural bodies of water or moist soil is not 

expected to be an important fate process. Potential for mobility in soil is very high (Koc between 0 

and 50).  

 

Partition coefficient (Koc): < 1 Estimated. 

 

 

 

OTHER ADVERSE EFFECTS : No further relevant information available 

 

 

13. DISPOSAL CONSIDERATIONS 
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RECOMMENDATIONS:  The generation of waste should be avoided or minimized wherever 

possible. Disposal of this product, solutions and any by-products should at all times comply with 

the requirements of environmental protection and waste disposal legislation and any regional 

 

SAFE HANDLING: Dispose of in accordance with federal, state, provincial, and local regulations. 

Local requirements may vary, consult your sanitation department or state-designated 

environmental protection agency for more disposal options.  

 

14. TRANSPORT INFORMATION 

  

                                                    DOT                            IMDG                            IATA 

UN Number Not regulated Not regulated Not regulated 

Proper shipping Name Water Based Paint Water Based Paint Water Based Paint 

Hazard Class N/A N/A N/A 

Packing Group N/A N/A N/A 

Marine Pollutant NO NO NO 

 
*** CIC Coatings, LLC verifies that the material was supplied and shipped in the proper packages 
in accordance with DOT and federal regulations that are applicable to the mode of transportation 
selected. The shipper must verify that the packaging supplied is acceptable to be re-shipped in 
per the federal regulations applicable to the mode of transportation for reshipment. Regulations 
may change depending on mode of transportation selected.*** 

 

15. REGULATORY INFORMATION

 

 U.S. Federal Regulations 

 

TSCA 12(b):   
All components of this product are in compliance with the inventory listing requirements of the 

U.S. Toxic Substances Control Act (TSCA) Chemical Substance Inventory. 

SARA 313: No SARA Hazards 

California Prop. 65 This product does not contain any chemicals known to State of California to 

cause cancer, birth defects, or any other reproductive harm. Clean Air Act: The following   

CERCLA: This material does not contain any components with a CERCLA RQ. 

 

Pennsylvania Any material listed as "Not Hazardous" in the CAS REG NO. column of SECTION 2, 

Composition/Information On Ingredients, of this MSDS is a trade secret under the provisions of the 

Pennsylvania Worker and Community Right-to-Know Act. 

 

 

 

 



 

 

 

16. OTHER INFORMATION 

 

HMIS RATING 

Health :  1 

Flammability : 1 

Reactivity : 0 

Personal Protection :  

 

 

REVISION INDICATOR : No Data Available 

 

MANUFACTURER DISCLAIMER:  To the best of CIC Coatings, LLC knowledge, all information, 

recommendations, and suggestions appearing herein concerning this product are taken from raw 

material sources or based upon data believed to be reliable. Although reasonable are has b 

 

NFPA CODES 

1  

 0 1 

  


