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Product Data Sheet 
  

Water-Based Wood Coating 

 

W/B Universal Encapsulating Bonding Primer (White) 
 

CW-1123 
 

General Description 
A single component water-based acrylic primer. Designed to be used for both interior and exterior 
applications, where stain blocking, early water resistance and strong adhesion are required.  Ideal for use 
as a universal primer on ferrous and non-ferrous metal, cementitious, wood and plastic substrates. Can 
be re-coated with any Centurion topcoat, solvent or water based.  It effectively locks in water stains, 
smoke stains, ink, tannins, and other difficult-to-cover stains, preventing them from bleeding through the 
topcoat of paint.  This primer creates a smooth, bonding surface that helps the topcoat adhere better to 
the substrate. It works on a wide range of surfaces creating a superior bond to wood, drywall, metal, and 
even glossy or chalky existing coatings.  Excellent exterior durability-including grain crack resistance on 
wood and corrosion resistance on metal.  The water-based technology allows the same performance as 
oil/solvent-based primer, with less toxicity and minimal impact on the environment.  
 

Physical Properties 
Vehicle Type Acrylic 

Solids by Volume 42.0 (+/-1%) 

Solids by Weight 55.0 (+/-1%) 

VOC (minus exempt) 61 g/l  

VOC (as supplied) 27 g/l 

Specific Gravity 1.38 

Viscosity 48-50 sec. Zahn #4 

  

Application 
Application Method May be sprayed with conventional, airless, and air assisted-airless. 

Mixing Instructions Ready to spray. May be mixed with water as needed.   

Substrate preparation The surface must be clean, dry and free of grease, oil, dirt, fingerprints and 
any other contamination to ensure proper adhesion. Remove any loose or 
peeling paint. Sand basecoat with 320-400 grit sandpaper. When used as a 
sealer, use 220-320 grit sandpaper between coats. May be applied over 
acrylic, nitrocellulose and UV Basecoat. Test for adhesion and compatibility 
before full scale application. 

Application Instructions IMPORTANT: Mix well using a power agitator prior to application. Upon 
application, the temperature of the product, substrate, and coating should be 
above 50°F. Apply up to 3 coats, allowing enough drying time between coats.  
Recommended wet film thickness is 4-5 wet mils 

Coverage Approx. 673 square feet per gallon at 1 dry mil. @ 100% transfer efficiency.  
Actual coverage may vary depending on application technique, equipment, 
and weather conditions.  

  

Curing / Drying Time Properties Force Dry Time 
Air Drying Time (77°F, 50% Humidity) Flash-Off 10 min. 

Dust Free 10-15 min. No more than 140°F 

Sand 30-45 min. 30 min. 

Package overnight   

    
 

 
 

Features / Advantages 

• Stain locking/Blocking 

• Excellent adhesion to multiple 

substrates and existing paint 

• Excellent early water resistance 

• Universal recoatablity 

• Responds very well to heat, 

both conventional and IR 

• Corrosion resistance 

• Interior and exterior use 

• Low V.O.C. 

• Superior topcoat “holdout” 

 

Recommended For 
• Priming oak and other 

tannin/mineral containing 
woods 

• Preparing surfaces for painting 
over old stains 

• Priming surfaces where 
enhanced adhesion is needed 

 
 
 
Safety / Clean Up 
Please read the product Safety Data 
Sheet and product label before using 
product. Applications tools must be 
cleaned with water after use. 
Dispose of any leftover materials in 
accordance with local, state, or 
federal regulations. 

 


