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e Thixotropic, Amazing Vertical hang

e Single Component (1k)

The CW-1123 is Centurion’s latest water-based, universal * Dye and Tannin Encapsulation in 1 Hour
bonding and encapsulating primer. This single-component o Amazina Bondina P o

formula can be top-coated with any finish, providing mazmg onding Froperties :
unmatched versatility. With just two coats, CW-1123 ensures ~ ® Universal; Can be top coated with
complete tannin and dye encapsulation, preventing anything

bleed-through. The first coat absorbs some of the stain, while e Tintable with Centurion Colorants
the second delivers full coverage for a flawless finish. It dries : .

quickly, offering a remarkable 60-minute return-to-sand time : Fast.drylng f(?r UERIGEIENIE
and an ultra-smooth sanding experience. Designed for * Interior/Exterior

efficiency, this primer boasts exceptional vertical hang, ¢ Water Clean-Up
eliminating the need to wait overnight for proper blocking. Its ¢ \Water based
fast-drying properties allow for a quicker return to service with o No odor

effortless cleanup. Plus, it removes the risk of adverse reac-

tions, giving you the freedom to choose between light or dark

topcoats. CW-1123 is available in both gallons and pails, EUROPEAN QUALITY
making it the perfect solution for any project. MADE IN AMERICA
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WATERBASED

CENTURION 1K REFINIS

SYSTEM WITH OUR 11

CW-1123
Bonding & Encapsulating
Primer

1. Clean the substrate properly with degreasers and cleaners and abrasive pads or brushes. Then
rinse any possible residue with water. We personally like a mix of Naphtha and water or Naphtha
and acetone. However simple green, Krud Cutter, or TSP may be used.

2. Properly sand the surface that is to be painted. Use a 150-180 grit.

Clean any sand or dust off with a clean rag and water
4. Apply 1st Coat of CW-1123 primer at 4-6 wet mils. 308/408 or 310/410 tip for airless and a 1.5-2.2

tip for hvlp/cup gun. We prefer a 408. If the substrate is an open grain wood, we suggest reducing
it by 3% with water or our reducer. When reducing be sure to lower pressure.

5. Allow CW-1123 to dry for 1 hour. You will see bleeding on this first coat. This is the nature of the
primer, and you are witnessing the encapsulation with your own eyes.

6. After 1 hour drying* lightly scuff surface with a fine or very fine sponge by hand, a 1/2" very fine or
superfine sponge at a lowered speed on an electric 3x4, or a paperback 320 grit paper on a
random orbit sander at half speed. We do not suggest film backed for this product as it will
increase heat and could cause primer to gum up. Be sure to scuff the same day as next coat

w

application.
7. Apply the second coat at 4-6 wet mils. Same application method as first coat.

8. Allow primer to dry for 1 hour.

9. Scuff 2nd primer with a fine or very fine sponge by hand, a 1/2" very fine or super fine sponge on a
3'x4' on a lowered speed, or a paperback 320 abrasive on a lowered speed.

10. If attempting to achieve a full grain fill either proceed with another coat of 1123 following
the steps or you can use our 1108, 1111, or 1107. If not, you may proceed with topcoat.

COATINGS

info @ centurionwoodcoatings.com
centurionwoodcoatings.com

Toll-free 877-258-8797

2935 Almeta Lane, McKinney, TX 75069

Follow Us

O ©




